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NAJM Calcium Sulfonate Complex Versa Grease 

 
 
 
 
 
Zeuty Z44S  is a high performance calcium sulfonate complex thickened EP grease.  This product 
features exceptional structural stability and  excellent resistance against fresh and salt water corrosion.    
It offers resistance against water vapor contamination. It also offers extremely high temperature 
performance as well as excellent extreme pressure and load-carrying properties which make it a truly 
multi-purpose grease. 
 
Zeuty Z44S  is formulated with a premium ISO VG 460 base oil blend and is thickened using the 
highest performance over-based calcium sulfonate complex technology available.  This premium base 
oil preparation process gives this product a strong & long lasting body and texture that can stand up to 
the toughest applications.  An advanced proprietary additive package further enhances its lubricating, 
water resistance, extreme pressure and load-carrying properties.    
 
 
Features: 

- High Viscosity Index Super HD Base Stock 

- Over-based Calcium Sulfonate Complex Grease Thickener 

- Extremely High Four-Ball EP Weld Point, 700 kg 

- Extremely Low Four-Ball EP Wear Scar Diameter, 0.60 mm 

- High Drop Point, 270 ºC 

- Very Good Adhesive Properties without sacrificing fluidity 

- Excellent Water & Corrosive Media Resistance 

- Excellent Thermal & Oxidation Resistance 

- Excellent Mechanical Stability 

 
Benefits – This product provides: 

- Excellent lubricating properties on both low and high temperature applications 

- Excellent Extreme Pressure (EP) properties for added equipment protection 

- Superb ability to carry heavy loads without sacrificing equipment wear 

- Stays in place with its very good adhesion 

- Stays fluid even with its adhesive and cohesive properties 

- Stable and reliable performance in high temperature applications 

- Excellent resistance against fresh and salt water washout 

- Excellent equipment protection in wet and corrosive environments 

- Extremely long service life 

 

Applications:  

Zeuty Z44S  can be used on applications where extreme operating conditions are encountered by 
industrial equipment such as highly corrosive environments, heavy and shock loads, high temperatures 
and extreme water washout.  These conditions are frequently encountered in steel manufacturing, 
construction and mining industries.   This product is also recommended for use in marine environments 
and petrochemical plants where salt and residual chemicals are common and pervasive.    
 



 

 
Manufactured in Spain for: 
 

Assawayer Trading Co. Ltd., 
P. O. Box 11309 Jubail Industrial City  
31961 Kingdom of Saudi Arabia 
Tel: + 966 13 341 2125  
Fax: + 966 13 341 7209 
E-mail:  info@assawayer.com 
Website:  www.assawayer.com 
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Applications (continued): 
 

Typical Applications include: 
 

- Medium to low speed heavily-loaded bearings. 
 

- Protection of parts in salt water environments.   
 

- Rotating parts, drives, chains and various mechanisms on vessels and boats. 
 

- Mechanisms generally exposed to high temperatures varying from -15 to 160ºC. 
 

- Bearings and mechanisms soaked in tap or sea water. 
 

- Lubrication of bearings and mechanisms in continuous steel casting equipment.    

 
Packaging:  
 

Zeuty Z44S  is available in 16 kg HDPE pails and 185 kg drums. 
 
Typical Properties: 
 

Zeuty Z44S NAJM Calcium Sulfonate Complex Grease 

PROPERTY TEST METHODS  &  TYPICAL 
VALUES 

NLGI GRADE  2 
THICKENER TYPE CALCIUM SULFONATE COMPLEX 
COLOR VISUAL GREEN 
BASEOIL TYPE  MINERAL 
BASE OIL VISCOSITY, cSt @ 40 ºC ASTM D 445 460 
DROPPING POINT, ºC ASTM D 2265 270 (MIN.) 
WORKED PENETRATION (AFTER 60 STROKES), x 0.1 mm ASTM D 217 265 - 295 
WORKED PENETRATION (AFTER 100,000 STROKES), x 0.1 mm ASTM D 217 310 
OXIDATION STABILITY PRESSURE LOSS @ 100 ºC AFTER 100 
HRS., mbar ASTM D 942 0.50 (MAX.) 

EMCOR CORROSION TEST (DISTILLED WATER) DIN 51802 GRADE 0 
EMCOR CORROSION TEST (SALT WATER) DIN 51802 GRADE 0 
WATER WASHOUT, % WT. LOSS @ 80 ºC DIN 51807 2 (MAX) 
SALT SPRAY CHAMBER, hours ISO 9227 1000 (MIN.) 
GALVANIZED STEEL CORROSION @ 120 ºC AFTER 48 HRS. ASTM B 117 NIL 
FOUR BALL WELD POINT, kg ASTM D 2596 700 
FOUR BALL WEAR SCAR DIAMETER (40 kg @ 100 hours), mm ASTM D 2596 0.60 (MAX.) 
OPERATING TEMPERATURE, ºC -15 TO 160 ºC 
 
Health and Safety: 
Zeuty Specialty Lubricants are unlikely to present any significant health or safety hazard when properly used in 
the recommended application and good standards of personal hygiene are maintained. Use gloves which are 
impervious to oil and chemicals when handling used oils. Avoid skin contact. If lubricants come in contact with 
skin, wash immediately with soap and water. 
 


